ASSD 82/83 10 June 2026

Subject: Monsoon Operational Guidelines Circular for Aerodrome Operators.

Reference: CAR-14 Part 1 (Aerodrome Design and Operations)
Applicability: All Aerodrome Operators

1. Purpose

e To establish standardized precautionary measures for all Aerodrome Operators to ensure
the safety of aircraft operations during the monsoon season, mitigating risks associated
with runway conditions, drainage, vegetation, and wildlife.

2. Operational Requirements
A. Runway Surface and Safety Management

e Implement monitoring of the runway surface to detect standing water, mud, or le is.
Inspections must be ?—quent during heavy rainfall. e TF

e [mmediately report runway surface conditions (type, depth, and extent of contammants) to
the Control Tower for dissemination to flight crews.

e [Initiate a review ofmway surface conditions if two consecutive aircraft reperes mdlcate
"POOR" braking action- . >

e Conduct weekly checks of all runway/taxiway markings, signage, and lighting systems to
ensure visibility remains within compliance limits during low-visibility weather.

B. Drainage and Infrastructure
e All drainage channels, culverts, and water outlets must be cleared of silt, waste, and
vegetation prior to the monsoon.
e Establish a dedicated maintenance team to conduct "on-the-spot" clearing of debris during
active monsoon storms to prevent water logging on the movement area.

C. Vegetation and Wildlife Hazard Management

e Maintain grass and bush height within the Aerodrome Movement Area to the minimum
specified in CAR 14 Part 1. Overgrown vegetation must be cleared to eliminate habitats
for insects and small animals that attract birds.



Monitor standing water bodies; apply appropriate measures (e.g. drainage or deterrents) to
prevent them from becoming bird-attracting habitats.
Coordinate with the airport management to increase wildlife patrols during peak bird-
activity hours, which often follow heavy rain events.

D. Navigation Aids (NAV-AIDs) Protection

Ensure that PAPI, ILS critical areas, and approach lighting systems are free from
obstruction by vegetation growth or flooding.

Verify that all technical equipment enclosures (e.g. control boxes for lighting, remote
transmitter sites) are sealed and protected against water ingress.

3. Monitoring And Compliance

Aerodrome should ensure that periodic management inspections are conducted to verify
compliance with these measures.

Maintain a "Monsoon Daily Inspection Log" capturing the status of drainage, vegetation
height, and runway surface conditions.

Ensure that emergency equipment (pumps, clearing vehicles, and response personnel) is in
a state of high readiness throughout the season,





